Point Micrometers

SERIES 342, 142, 112

FEATURES

¢ |P65 water/dust protection (342 series).

¢ Pointed spindle and anvil for measuring
the web thickness of drills, small grooves,
keyways, and other hard-to-reach
dimensions.

¢ 15 degree and 30 degree measuring points
are available.

Mituboy

* The measuring points (carbide-tipped) have
approximately 0.3mm radius.

*\With Ratchet Stop for constant force.

¢ SPC output (series 342).

* Digit counter (series 142).

342-251

112-201

SPECIFICATIONS
| Metric I Digital model (with carbide tip) | Inch/Metric I Digital model (with carbide tip)
Range Order No. | Accuracy Point Range Order No. | Accuracy Point
0-25mm | 342-251 +£2um 15° 0-1" 342-351 +.0001" 15”
342-261 +2pm 30° 342-361 +.0001" 30°
25-50mm | 342-252 +£2um 15° 1"-2" 342-352 +.0001" 15”
342-262 +£2um 30° 342-362 +.0001" 30°
50 - 75mm | 342-253 +£2um 15° 2"-3" 342-353 +.0001" 15”
342-263 +2pm 30° 342-363 +.0001" 30°
75-100mm | 342-254 +3um 15° 3"-4" 342-354 +.00015" 15°
342-264 +3pm 30° 342-364 +,00015" 80§

IETT____  Mechanical counter model

T Mechanical counter model

Range Order No. | Accuracy Point Range Order No. | Accuracy Point
0-25mm 142-153 +3um 15° 0-1" 142-177 +.00015" 15°
142-201 +3pm 30° 142-225 +.00015" 30°
|_Metric . [_Inch .
Range Order No. | Accuracy Point Range Order No. | Accuracy Point
0-25mm 112-165 +3pm 15° 0-1" 112-189 +.00015" 15°
112-153* | +3um 15° 112-177* | +.00015" 15°
112-213 +3pm 30° 112-237 +.00015" 30°
112-201* | +3ym 30° 112-225* | +.00015" 30°
25-50mm | 112-166 +3pm 15° 1"-2" 112-190 +.00015" 15°
112-154* | +3um 15° 112-178* | +.00015" (158
112-214 £3pm 30° 112-238 +.00015" 30°
112-202* | £3pm 30° 112-226* | +.00015" 30°
50 - 75mm | 112-167 £3pm 15° 2"-3" 112-191 +,00015" 15°
112-155* :t3|Jm 15° *The points do not have carbide tips.
112-215 £3pm 30°
112-203* | £3um 30°
75-100mm | 112-168 +4ym 15°
112-156* | +4um 15°
112-216 +4ym 30°
112-204* | +4um 30°

*The points do not have carbide tips.
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Technical Data
Accuracy:  Refer to the list of specifications.

(excluding quantizing error for digital models)
Resolution*: 0.00Tmm or .00005"/0.001mm
Graduation**: 0.0Tmm or .001"
Display*:  LCD
Battery*:  SR44 (1 pc.), 938882
Battery life*: Approx. 1.2 years under normal use
Dust/Water protection level*: IP65

*Digital models  **Analog models

Functions of Digital Model

Origin-set, Zero-setting, Data hold, Automatic power ON/
OFF, inch/mm conversion (inch/mm models) Data hold
Alarm: Low voltage, Counting value composition error

Optional Accessories for Digital Model

05CZA662: SPC cable with data switch (1m)

05CZA663: SPC cable with data switch (2m)

06ADV380B: USB Input Tool Direct with data switch (2m)

02AZD790B: SPC cable for U-WAVE water-proof model
(160mm)

Tip angle: 15° (SRO.3mm)

Tip angle: 30° (SRO.3mm)




